20010713.ba v03_n190.bam.20010713 


>From ???@??? Fri Jul 13 06:11:47 2001 -0500 

Message-Id: <200107131111.f6DBBUk6014640@sco.theporch. com> 
Date: Fri, 13 Jul 2001 06:10:58 CDT 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 3190 


BOATANCHORS Digest 3190 
Topics covered in this issue include: 


1) Re: BA shipping horror pictures (with a good ending) 
by Jerry Proc <jproc@idirect.com> 
2) Knight-Kit Wattmeter?? 
by "Sandy Gerli, AC1Y/G5CPI" <angerli@home.com> 
3) Knight-Kit S-8A Speaker WANTED 
by "Sandy Gerli, AC1Y/G5CPI" <angerli@home.com> 
4) 15V. Battery/ Lafayette VOM 
by Jim321@webtv.net 
5) Re: BA shipping horror pictures (with a good ending) 
by "Steve" <scb@fly.hiwaay.net> 
6) Re: BA shipping horror pictures (with a good ending) 
by "Richard Brisson" <hagelin@magi.com> 
7) Clough-Brengle WTD & Trade, HP Info Wanted 
by Merz Donald S <merz.ds@mellon.com> 
8) Halli knobs ? 
by BEN NOCK <G4BXD@compuserve.com> 
9) SX-17 further 
by BEN NOCK <G4BXD@compuserve.com> 
10) Re: SX-17 further 
by "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
11) RE: Knight-Kit Wattmeter?? 
by "Ed Tanton" <n4xy@att.net> 
12) Choice of Resistor 
by "Dan Martin" <dmartin@visuallink.com> 
13) Re: SX-17 further 
by Henry van Cleef <vancleef@eskimo.com> 
14) Re: SX-17 further 
by Henry van Cleef <vancleef@eskimo.com> 
15) Re: Choice of Resistor 
by "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
16) Re: Choice of Resistor 
by Arden Allen <gumbear@pacbell.net> 
17) Re: Choice of Resistor 
by Henry van Cleef <vancleef@eskimo.com> 
18) KPH is on the air (9EDT) 


by johnmb@mindspring.com 
19) RE: Choice of Resistor 

by "Ed Tanton" <n4xy@att.net> 
20) Re: KPH is on the air (9EDT) 

by Al Tirevold <tirevold@mindspring.com> 
21) Re: KPH RETURNS TO THE AIR! 

by "Sandy W5TVW" <ebjr@i-55.com> 
22) Vintage warships on the air 

by Mike Steussy - AE4R <hikrbikr@erols.com> 
23) replacement for Carbon Comps.... 

by johnmb@mindspring.com 
24) MEASUREMENTS MODEL 82 RF GEN FS 

by jackiv@juno.com 


Message-ID: <3B4CB117.CBOFAC18@idirect.com> 

Date: Wed, 11 Jul 2001 16:03:35 -0400 

From: Jerry Proc <jproc@idirect.com> 

MIME-Version: 1.0 

CC: Old Tube Radios <boatanchors@theporch. com> 

Subject: Re: BA shipping horror pictures (with a good ending) 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 

To: Old Tube Radios <boatanchors@theporch.com> 


Hi Folks, 


Seeing is believing. I would encourage anyone to advise the group of the 
availability of photos which illustrate good or bad ways of doing things or 
before/after results. What an excellent way to learn! With the high availability 
of digital cameras, scanners, free web hosting etc, this is easier to do than 
ever before. 


Jerry Proc VE3FAB 

e-mail: jproc@idirect.com 

http: //webhome. idirect.com/~jproc/ve3fab 

HMCS HAIDA Historic Naval Ship. Toronto, Ontario 


Message-ID: <3B4CC9B7.8AE9EFB6G@home. com> 

Date: Wed, 11 Jul 2001 17:48:39 -0400 

From: "Sandy Gerli, AC1Y/G5CPJ" <angerli@home.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Knight-Kit Wattmeter?? 

Content-Type: text/plain; charset=us-ascii 


Content-Transfer-Encoding: 7bit 


Hi, folks: I have a fairly decent Knight-Kit P-2 SWR/Relative 
Power Meter. Looks and operates like the Lafayette or Swan meters 
of the same ilk. Now, did Knight-Kit ever make a just-wattmeter?? 
I'd like to know more about this. 


733 


Sandy 

Sandy Gerli, AC1Y 

500 Country Club Road 
Avon, CT 06001-2406 USA 
Telephone: 1-860-675-5566 
E-Mail: angerli@home.com 


Life Member: ARRL & QCWA 
CCA, HCA, and Old Heathkit Green! ! 


Boatanchors are Ham Radio's heritage! 

Restore something, anything! Smell that hot solder! 

Better 'n booze... 

And, you can get up afterwards if you stay away from the B+!! 
Keep your finals dipped, now... 


Message-ID: <3B4CCBO0.6C900707@home. com> 

Date: Wed, 11 Jul 2001 17:54:08 -0400 

From: "Sandy Gerli, AC1Y/G5CPJ" <angerli@home.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Knight-Kit S-8A Speaker WANTED 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hi, gang, 


I want to get one of these to complete my T-150A/R-100 pair. I 
know it's probably a needle in a haystack, but I'm looking for one 
anyway. IF there's one out there, PLEASE DROP ME A NOTE!!!! 


73, 


Sandy 


Sandy Gerli, AC1Y 
500 Country Club Road 


Avon, CT 06001-2406 USA 
Telephone: 1-860-675-5566 
E-Mail: angerli@home.com 


Life Member: ARRL & QCWA 
CCA, HCA, and Old Heathkit Green! ! 


Boatanchors are Ham Radio's heritage! 

Restore something, anything! Smell that hot solder! 

Better 'n booze... 

And, you can get up afterwards if you stay away from the B+!! 
Keep your finals dipped, now... 


From: Jim321@webtv.net 

Date: Wed, 11 Jul 2001 19:47:22 -0700 (PDT) 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: 15V. Battery/ Lafayette VOM 

Message-ID: <22058-3B4DOFBA-802@storefull-243.iap.bryant.webtv.net> 
Content-Disposition: Inline 

Content-Type: Text/Plain; Charset=US-ASCII 
Content-Transfer-Encoding: 7Bit 

MIME-Version: 1.0 (WebTV) 


"Eveready" still makes a 15 V. battery,Model # 504,15mm. X 15mm. square, 
35 mm. long. OtherCompanies mfg. them also. Jim 


Message-Id: <200107120438.£6C4cUp15912@mail.hiwaay.net> 

From: "Steve" <scb@fly.hiwaay.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Date: Wed, 11 Jul 2001 23:37:51 +0000 

MIME-Version: 1.0 

Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7BIT 

Subject: Re: BA shipping horror pictures (with a good ending) 
CC: Old Tube Radios <boatanchors@theporch.com> 


Greetings, Richard & group; 

"If you wish to see a great long-distance shipping experience, check the 
following: 

<http://www.magi.com/~hagelin/boat.html > ". 


Beautiful job! Items were obviously worth the effort (OK, what is 
it, all of it?). 


Unfortunately, most items I've had to ship lately were nearly 


valueless, except to the recipient. Hardly worth the ship rate 
moneywise. Very hard to justify anything but surviveability, and I 
was recently foiled by USPS ( must have been a very long staircase). 


I did once (1972) offer free, an RCA TRK-12 (1939 12" TV) W/docs and 
spares thru AWA membership. Catch was personal pick-up only. Guy 
drove 2000 miles round trip to claim it. Look ma, no packing! Worth 
twixt $5G-$10G now, I figger. Lucky guy! Not the most economical 
all-around solution, but it worked that time. 


Rgds; Steve 


Message-ID: <001d01c10abe$c61c6c20$d1acOb9a@pentium350> 
From: "Richard Brisson" <hagelin@magi.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: <boatanchors@theporch.com> 
Subject: Re: BA shipping horror pictures (with a good ending) 
Date: Thu, 12 Jul 2001 06:38:21 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="is0-8859-1" 
Content-Transfer-Encoding: 7bit 


Hi Steve & group, 

Bob Roehrig had been the only one to give in to his curiosity 
so far - I obliged by "opening up three more crates" - some 

of you (I know Bob quickly did ) will recognize ... E.H. Scott. 
I agree with you that personal pick-up is ideal depending on 
the item(s). Perhaps,networked pick-up (i.e. someone you 

know and hopefully trust with the handling) might rank second 
although friendship, good intentions and no contract/insurance 
do not mix well at times. 

So, if you recheck: 

http: //www.magi.com/~hagelin/boat.html 

you will see a few more opened crates at the bottom of the page. 


Have a great day all, 


Richard. 


Message-ID: <20010712130331.25042.qmail@mellon.com> 


From: Merz Donald S <merz.ds@mellon.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Clough-Brengle WID & Trade, HP Info Wanted 
Date: Thu, 12 Jul 2001 08:58:11 -0400 

MIME-Version: 1.0 

Content-Type: text/plain 


WANTED/TRADE: Clough-Brengle 


WANTED: Clough Brengle 111 "Frequency Modulator" Condition not important--I 
just need the guts. 

WANTED: Clough-Brengle manuals for the CR-A oscilloscope and the 110 HF 
signal generator 


TRADE: Clough Brengle 110A HF Signal Generator in good looking condition. 
Untested. 
TRADE: Clough-Brengle manuals for the 135 Unimeter and OCX signal generator 


WILL CONSIDER: Other Clough-Brengle test gear if you have something you want 
to let go. 


WANTED: HP MANUALS. I need to decide which of these guys to keep. 


HP 200D manual copy wanted 
HP 202D manual copy wanted 
HP 205AC manual copy wanted 


Any help appreciated. 
Thanks. 


73, Don Merz, N3RHT 


KI KKI KKK KKK AIK KI KKK III KIKI KI III IKK III III IKI III IK III IIIA III IK 
DISCLAIMER: The information contained in this e-mail may be confidential 
and is intended solely for the use of the named addressee. Access, copying 
or re-use of the e-mail or any information contained therein by any other 
person is not authorized. If you are not the intended recipient please 
notify us immediately by returning the e-mail to the originator. 


Date: Thu, 12 Jul 2001 13:06:06 -0400 

From: BEN NOCK <G4BXD@compusetrve. com> 

Subject: Halli knobs ? 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <200107121306_MC3-D900-7321@compuserve. com> 
MIME-Version: 1.0 

Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; 


charset=IS0-8859-1 
Content-Disposition: inline 


Can anyone help with the correct knobs for a Hallicrafters set. = 


I need two of the tuning, steering wheel type, and 6 of the general 
type, vol, bfo, etc. = 


These are for a SX-17 which has knobs fitted which are nice but = 


not correct. = 
Will gladly pay for knobs and postage, etc. = 


cheers, Ben G4BXD. 


Date: Thu, 12 Jul 2001 13:06:03 -0400 
From: BEN NOCK <G4BXD@compusetrve.com> 
Subject: SX-17 further 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <200107121306_MC3-D900-731B@compuserve. com> 
MIME-Version: 1.0 
Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; 

charset=IS0-8859-1 
Content-Disposition: inline 


On the subject of the SX-17, anyone know why there is no cathode 
C in the output stage ? = 
Also, my handbook circuit shows the headphones cap coupled to the audio = 


preamp but the text states the headphones connected to one of the 
6V6 grids ? I have not turned mine upside down yet to check the actual = 


wiring in this set (too heavy !). = 
cheers, Ben G4BXD. 


Date: Thu, 12 Jul 2001 13:51:15 -0400 (EDT) 


From: "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
Message-Id: <200107121751.NAA11043@aa4rm.ba-watch.org> 
To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: SX-17 further 


No cathode C causes implicit neg. feedback - and a reduction in 
power sensitivity. That reduction in db is the amount of neg. 
feedback. 


If there's enuf gain, it saves $$ too. 
Hope that helps 


Marty 


From: "Ed Tanton" <n4xy@att.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Knight-Kit Wattmeter?? 
Date: Thu, 12 Jul 2001 15:24:33 -0400 
Message-ID: <CKEGICNFDIMCEKEDCEHFKEHIHMAA.n4xy@att.net> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="us-ascii" 
Content-Transfer-Encoding: 7bit 


Not reallySandy. I saw something more modern than I knew about (e.g. past 
the P-2) on ebay recently (a Knight but clearly not Knightkit), but was 
outbid. Even it was a combination as I recall. 


73, Ed Tanton N4XY <n4xy@arrl.net> 


Ed Tanton NA4XY 
189 Pioneer Trail 
Marietta, GA 30068-3466 


website: http: //www.n4xy.com 


LM: ARRL QCWA AMSAT & INDEXA; 
SEDXC NCDXA GACW QRP-ARCI 
OK-QRP QRP-L #758 K2 (FT) #00057 


///snip 

>... Now, did Knight-Kit ever make a just-wattmeter?? 
>I'd like to know more about this. 

> 

>73, 


> 
>Sandy 

So. 

>Sandy Gerli, AC1Y 
///snip 


Message-ID: <005601c10b23$2efd5600$c75897ce@dmartin> 
From: "Dan Martin" <dmartin@visuallink.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Choice of Resistor 
Date: Thu, 12 Jul 2001 18:37:06 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Given that traditional carbon composition resistors are increasingly hard to 
find (and have relative drawbacks of their own), and ruling out any use as 
parasitic suppressors or in VHF and above applications, which is the best 
choice as a general use replacement resistor in BA refurbishment - carbon 
film or metal film? 


I realize this question has been the topic of many a long thread on various 
reflectors ... but I wasn't interested in the answer at those times and 
didn't pay attention so please forgive a repetitive question :-) 


Dan 
WB4GRA 


From: Henry van Cleef <vancleef@eskimo.com> 
Message-Id: <200107122341.QAA17976@eskimo. com> 
Subject: Re: SX-17 further 

To: Old Tube Radios <boatanchors@theporch.com> 
Date: Thu, 12 Jul 2001 17:41:04 -0600 (MDT) 
Cc: boatanchors@theporch.com (Old Tube Radios) 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


The esteemed BEN NOCK has said: 

> 

> On the subject of the SX-17, anyone know why there is no cathode 

> C in the output stage ? 

> 

Inverse feedback. In aclass A or AB push-pull stage, the current 
through the cathode bias resistor should remain constant. If it does 


not, it changes the tube bias to try to maintain constant current. 
This helps linearize the flux change in the output transformer vs. 
input voltage to the signal grids. Hallicrafters used this in the 
SX-28 and S-27/36, which have about as good a "high fidelity" as one 
could find in 1940. 


Note that the ubiquitous AA5 generally has no capacitor in the 50L6 
cathode circuit, either. In this case, the transconductance of the 
output stage is principally the transconductance of the cathode 
resistor (typically 150-180 ohms). 


Tektronix typically used the push-pull circuit as a voltage amplifier, 
with a large resistor connected to a large negative voltage. They 
referred to this as "long-tailing." If the resistors are split (i.e., 
one from each cathode to the negative source), the impedance of the 
circuit connection the two cathodes (typically combinations) can 
tailor the frequency response characteristics over a wide range. 
Capacitance here gives a leading current spike in the tube 
transconductance, which can boost high frequencies without delaying 
the signal (as a peaking coil will). 


Hank van Cleef 


From: Henry van Cleef <vancleef@eskimo. com> 
Message-Id: <200107122343 .QAA18167@eskimo. com> 
Subject: Re: SX-17 further 

To: Old Tube Radios <boatanchors@theporch.com> 
Date: Thu, 12 Jul 2001 17:43:30 -0600 (MDT) 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


The esteemed BEN NOCK has said: 

> 

> On the subject of the SX-17, anyone know why there is no cathode 

> C in the output stage ? 

> 

Inverse feedback. In aclass A or AB push-pull stage, the current 
through the cathode bias resistor should remain constant. If it does 
not, it changes the tube bias to try to maintain constant current. 
This helps linearize the flux change in the output transformer vs. 
input voltage to the signal grids. Hallicrafters used this in the 
SX-28 and S-27/36, which have about as good a “high fidelity" as one 
could find in 1940. 


Note that the ubiquitous AA5 generally has no capacitor in the 50L6 


cathode circuit, either. In this case, the transconductance of the 
output stage is principally the transconductance of the cathode 
resistor (typically 150-180 ohms). 


Tektronix typically used the push-pull circuit as a voltage amplifier, 
with a large resistor connected to a large negative voltage. They 
referred to this as "long-tailing." If the resistors are split (i.e., 
one from each cathode to the negative source), the impedance of the 
circuit connection the two cathodes (typically combinations) can 
tailor the frequency response characteristics over a wide range. 
Capacitance here gives a leading current spike in the tube 
transconductance, which can boost high frequencies without delaying 
the signal (as a peaking coil will). 


Hank van Cleef 


Date: Thu, 12 Jul 2001 19:59:20 -0400 (EDT) 

From: "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
Message-Id: <200107122359.TAA11284@aa4rm.ba-watch.org> 
To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Choice of Resistor 


> Given that traditional carbon composition resistors are increasingly hard 
to find... 


Not so in these parts. You can still find cigar boxen full for < $3 at 
better hamfests. They don't sell ‘cause to many contemporaries 

they're unrecognized. 

But a saavy buyer can take home a load & match age-stabilized items to 
their heart's content... spending weeks at a whole new hobby. Segregating 
the Ohmites from the IRCs from the Eries, etc. Putting aside the 

rare lettered Ohmites or branded IRC 1-watters for the display case. 


And not worry about keeping them outa parasitic suppressors. Or also 
not to be concerned about tolerance. 


Resistor tolerance for most vacuum tube ckt.s ranks right up there 
with concern over lawn-mower spark plug maker. 


Which I've just heard at Home Depot: 
"T run a KLG in my Honda, d'ya use a Champion in that Murray/Briggs?" 
Another new newsgroup aborning. 


Marty 


Date: Thu, 12 Jul 2001 18:01:09 -0700 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: Choice of Resistor 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QGGEQOJVCO5LOC@mta6.snf£c21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=ISO-8859-1 
Content-transfer-encoding: 7bit 


Hi Dan; 


> Given that traditional carbon composition resistors are increasingly hard 
to 

> find (and have relative drawbacks of their own), and ruling out any use 
as 

> parasitic suppressors or in VHF and above applications, which is the best 
> choice as a general use replacement resistor in BA refurbishment - carbon 
> film or metal film? 


The mistaken belief that film resistors are no good at VHF frequencies is 
just another one of those internet spawned myths. Any careless misuse of 
resistors (or anything else, for that matter) will have consequences. 
Little comfort is afforded the person who follows mistaken conjectures as 
sound advice. With that in mind the onus is on the user to find out what 
strengths and weaknesses individual component types exhibit. A good way to 
find information is to visit component manufacturers websites and study the 
available component specification sheets and application notes. 


Perhaps, because film resistors must dissipate all of the power they are 
required to by first generating the heat in a thin film, they are less 
reliable as RF power amplifier parasitic suppressor resistive elements. 
Some experts on the list can point you to reliable information on that 
subject. As far as general purpose replacement parts are concerned, it 
will be a cold day on the boatanchor bench when you find a film resistor 
that won't satisfactorily do the job vacated by a crummy old composition 
resistor. 


Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


From: Henry van Cleef <vancleef@eskimo.com> 
Message-Id: <200107130110.SAA23109@eskimo. com> 
Subject: Re: Choice of Resistor 

To: Old Tube Radios <boatanchors@theporch.com> 
Date: Thu, 12 Jul 2001 19:10:37 -0600 (MDT) 
Cc: boatanchors@theporch.com (Old Tube Radios) 


MIME-Version: 1.0 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


The esteemed Dan Martin has said: 


Given that traditional carbon composition resistors are increasingly hard to 
find (and have relative drawbacks of their own), and ruling out any use as 
parasitic suppressors or in VHF and above applications, which is the best 
choice as a general use replacement resistor in BA refurbishment - carbon 
film or metal film? 


I realize this question has been the topic of many a long thread on various 
reflectors ... but I wasn't interested in the answer at those times and 
didn't pay attention so please forgive a repetitive question :-) 


VV VV VV VV VV WV 


Some time ago I hung a bunch of Mouser's best cheap film resistors on 
my Boonton 250A RX bridge to see what happened when I headed out to 
250 Mhz. All of them held their resistance somewhat better than most 
carbons, and none of them moved into the X region (capacitance or 
inductance). In short, they'll play into UHF with no problem. 


Hank van Cleef 
1986 420SEL 


From: johnmb@mindspring.com 

Date: Thu, 12 Jul 2001 21:18:18 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: KPH is on the air (9EDT) 

Message-ID: <Springmail.105.994987098.0.84129500@springmail.com> 


Dick Dillman and co. are on 17015.5 (among others) 
belting out QRU's and waiting for traffic. GREAT sigs out here in 
NC Dick! 


Good show! 
John 


John Brewer - WB50AU/4 
AMI #24 

Clayton NC 
johnmb@mindspring.com 


From: "Ed Tanton" <n4xy@att.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Choice of Resistor 
Date: Thu, 12 Jul 2001 21:27:30 -0400 
Message-ID: <CKEGICNFDIMCEKEDCEHFIEILHMAA.n4xy@att.net> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso0-8859-1" 
Content-Transfer-Encoding: 7bit 


But the answer to the question is metal film. 
73, Ed Tanton N4XY <n4xy@arrl.net> 

Ed Tanton NAXY 

189 Pioneer Trail 

Marietta, GA 30068-3466 

website: http: //www.n4xy.com 

LM: ARRL QCWA AMSAT & INDEXA; 


SEDXC NCDXA GACW QRP-ARCI 
OK-QRP QRP-L #758 K2 (FT) #00057 


///snip 

>> ...which is the best choice as a general use replacement resistor in BA 
refurbishment - carbon film or metal film? 

> 

///snip 


From: Al Tirevold <tirevold@mindspring.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: KPH is on the air (9EDT) 
Date: Thu, 12 Jul 2001 20:36:49 -0400 
Content-Type: text/plain; 

charset="1s0-8859-1" 
MIME-Version: 1.0 
Message-Id: <01071220364900.00784@Studio-One> 
Content-Transfer-Encoding: 8bit 


Pounding in here near Atlanta on 12808.5 with NLIT calling him, but no 
joy.... 


Al 


On Thursday 12 July 2001 21:18, johnmb@mindspring.com wrote: 


> Dick Dillman and co. are on 17015.5 (among others) 
> belting out QRU's and waiting for traffic. GREAT sigs out here in 
> NC Dick! 
> 
> Good show! 
> John 
> 
i — Sl te — le — 
John Brewer - WB50AU/4 


> 
> AMI #24 

> Clayton NC 

> johnmb@mindspring.com 


Message-ID: <004e01c10b43$d6b84740$149dcdd1@ebjr> 
From: "Sandy W5TVW" <ebjr@i-55.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: <glowbugs@piobaire.mines.uidaho.edu>, 
"Boatanchors reflector" <boatanchors@theporch.com>, 
"Art Winterbauer, WA5OES" <winterbauer@uswest.net>, 
"Brian, AI7Z" <sparkee@bewellnet.com>, 
"Conard Murray, WS4S" <cmurray@tntech.edu>, 
"Dennis W5FRS" <dbrady@us.ibm.com>, "Jack, W7QQQ" <jmea@myexcel.com>, 
"John, W7ZFB" <msix@nmia.com>, <K5DO0A@aol.com>, 
"Kenneth G. Gordon" <keng@moscow.com>, "Mike, K2UXE" <k2uxe@attglobal.net>, 
"Paul Beckwith, K2LMQ" <beckrep@citlink.net> 
Subject: Re: KPH RETURNS TO THE AIR! 
Date: Thu, 12 Jul 2001 21:30:07 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso0-8859-1" 
Content-Transfer-Encoding: 7bit 


KPH heard loud and clear here tonight (July 13th GMT). 
nothing on 4 mhz. 

6477=569 

8642=579 

12808=599+ 

17016=598 (little buzz to signal) 

22477 not heard 


Tuned 426 and 500 khz on the possibility you guys might be "idling" 
with the wheel on 426 but heard nothing. QRN very high tonight. 


Good luck and have a nice watch at KPH! 


Brings back memories of a "full" HF CW marine band! 


73 to all, 

Sandy W5TVW 

ex- Marconi Marine Ltd. 
ex- Mackay Radio 


Message-ID: <3B4E19C1.2D17B6D2@erols.com> 
Date: Thu, 12 Jul 2001 22:42:26 +0100 

From: Mike Steussy - AE4R <hikrbikr@erols.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Vintage warships on the air 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Ahoy! Check out this website of the post-WW2 heavy cruiser USS Salem for an 
unbelievable list of museum warships and merchant ships (with callsigns) 
worldwide that will be on the amateur bands operating CW, SSB and AM, July 21 
Q001Z through 2359Z July 22. 


<<http://www.qsl.net/kiusn/event.html>> 


73, Mike Steussy AE4R (USN, Ret.) 


From: johnmb@mindspring.com 

Date: Fri, 13 Jul 2001 06:50:00 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: replacement for Carbon Comps.... 

Message-ID: <Springmail.105.995021400.0.23431500@springmail .com> 


If one is looking to duplicate the surge and working voltage 
characteristics of a Carbon Comp, then Metal Oxide composition is by 
far the best choice, as it duplicates the physical construction 
characteristics of a Carbon Comp. 


I dont think you'll find a film part with the working voltage 
specs of a Comp resistor and definately not the surge handling 
capability! 


Reds 
John 


At 09:27 PM 7/12/01 -0400, Ed Tanton wrote: 
>But the answer to the question is metal film. 
> 

>73 Ed Tanton NAXY <n4xy@arrl.net> 

> 

>Ed Tanton NAXY 

>189 Pioneer Trail 

>Marietta, GA 30068-3466 

> 

>website: http: //www.n4xy.com 

> 

>LM: ARRL QCWA AMSAT & INDEXA; 

>SEDXC NCDXA GACW QRP-ARCI 

>OK-QRP QRP-L #758 K2 (FT) 400057 


> 

>///snip 

>>> ...which is the best choice as a general use replacement resistor in BA 
>refurbishment - carbon film or metal film? 

>> 

>///snip 

> 

> 


To: Old Tube Radios <boatanchors@theporch. com> 

Date: Fri, 13 Jul 2001 06:05:37 -0500 

Subject: MEASUREMENTS MODEL 82 RF GEN FS 

Message-ID: <20010713.060924. -470053.6.jackiv@juno.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 

From: jackiv@juno.com 


The above gen for sale, pickup nw chicago area, not shippable. 

This is from an estate, think it works, price may be negotiable. 
$10.00- that is ten bucks. 

jack jackiv@juno.com 

first come forst served!! 


End of BOATANCHORS Digest 3190 
KKK KKK KK KKK KIKI KAKI KIRK 


